•••••••••••••••• 



* i^s 




* 



* 



Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 



Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live" 



Jawaharlal Nehru 
"Step Out From the Old to the New" 



IS 9834 (2004) : iso-butyl Alcohol [PCD 9: Organic Chemicals 
Alcohols and Allied Products and Dye Intermediates] 



&snntmA&s wrmEm 



ssa^v i *?^sfr&?&s* 




Satyanarayan Gangaram Pitroda 
Invent a New India Using Knowledge 



m^ TTEfi ^fT <sMMI f ^ft spft ^UU ^ff *TT *PWT \' 

Bhartrhari — Nitisatakam 
"Knowledge is such a treasure which cannot be stolen" 





BLANK PAGE 




<si2E 




5>- 



PROTECTED BY COPYRIGHT 



IS : 9834. 1981 

( Reaffirmed 2002 ) 



Indian Standard 
SPECIFICATION FOR /™-BUTYL ALCOHOL 



UnC, G61-725--1 




f 




"i'*t, 




V 



8 






Q Copyright 1£R1 

INDIAN STANDARDS INSTITUTION 

MANAK EHAYANp 9 BAHADUR SHAH ZAFAR MARG 

NEW DELHI LIEKME 



■j /?.< 7-00 



December \*m\ 



IS : 9834 - 1981 

Indian Standard 
SPECIFICATION FOR wo-BUTYL ALCOHOL 

Alcohols and Allied Products Sectional Committee, PGDG 10 

Chairman Representing 

Dr S. K. Somaiya Somaiya Organics ( India ) Ltd, Barabanki 

Members 

Shri R. M. Khandwala ( Alternate to 
Dr S. K. Somaiya ) 
Shri K. D. Amre National Organic Chemical Industries Limited, 

Bombay 

Shri J. S. Verma ( Alternate ) 
Shri Wilson D. Andrat Polychem Ltd, Bombay 

Shri M. B. Shastry ( Alternate ) 
Shri J. A. Ashtaputre Ministry of Defence 

Shri P. K. Mazumdar ( Alternate ) 
Shri R. A. Bakshi Indian Organic Chemicals Ltd, Khopoli 

Shri S. H. Killedar ( Alternate ) 
Shri R. A. Bakshi Indian Chemical Manufacturers Association, Calcutta 

Shri P. R. Mahalingam ( Alternate ) 
Dr H. L. Bami Central Forensic Science Laboratories, New Delhi 

Dr K. N. Swami ( Alternate ) 
Shri O. P. Bhatia All India Distillers Association, New Delhi 

Shri B. L. Khanna ( Alternate ) 
Shri H. C. Chopra Synthetics & Chemicals Ltd, Bombay 

Shri R. N. Mehrotra ( Alternate ) 
Dr D. K. Das National Test House, Calcutta 

Shri N. C. Chatterjee ( Alternate ) 
Shri E. K. Jayanarayanan Mohan Meakin Breweries Ltd, Ghaziabad 

Shri Jitendra Mohan ( Alternate ) 
Shri Keshav Prasad Central Revenues Control Laboratory { Ministry of 

Finance ), New Delhi 

Shri R. N. Saluja { Alternate ) 
Shri S. K. Mahajan Hindustan Polymers Ltd, Bombay 

Shri A. K. Mukherjee ( Alternate ) 
Dr B. N. Mattoo Forensic Science Laboratory and Chemical Examiner 

to the Government of Maharashtra, Bombay 

Dr S. K. Meghal ( Alternate ) 
Shri S. Ramaswamy Directorate General of Technical Development, 

New Delhi 

Dr K. Kumar { Alternate ) 
Dr R. B. Roychoudhury Union Carbide India Ltd, Calcutta 



Shri V. N. Khare ( Alternate ) 



( Continued on page 2 ) 



© Copyright 1981 

INDIAN STANDARDS INSTITUTION 

This publication is protected under the Indian Copyright Act ( XIV of 1957 ) and 

reproduction in whole or in part by any means except with written permission of the 

publisher shall be deemed to be an infringement of copyright under the said Act. 



IS : 9834 - 1981 



( Continued from page 1 ) 

Members 
Shri R. Santhanam 



Representing 

The Alkali & Chemical Corporation of India Ltd, 
Calcutta 

Shri S. C. Talapatra ( Alternate ) 
Shri D. R. K. Sayoji Rao The Sirsilk Ltd, Hyderabad 

Shri C. Sreedharan ( Alternate ) 
Shri G. Selvaraj E.I.D.-Parry ( India ) Ltd, Nellikuppam 

Shri A. V. Karnik ( Alternate ) 
Dr K. D. Sharma Ministry of Petroleum, Chemicals & Fertilizers, New 

Delhi 
Shri S. N. Singh Indian Drugs and Pharmaceuticals Ltd, New Delhi 

Shri R. K. Bandopadhyaya ( Alternate ) 



Dr S. N. Tewari 
Dr L. Viswanathan 
Shri M. S. Saxena, 
Director ( P & C ) 



Directorate of Medical & Health Service 
National Sugar Institute, Kanpur ( U. P. ) 
Director General, IS I (Ex-officio Member) 



Secretary 

Shri M. A. U. Khan 

Deputy Director ( P & C ), ISI 



Convener 
Dr R. B. Roychoudhury 



Panel for Monohydric Alcohol, PCDG 10 : PI 

Union Carbide India Ltd, Calcutta 



Members 

Shri V. N. Khare ( Alternate to 
Dr R. B. Roychoudhury ) 
Shri K. D. Amre 

Dr J. S. Verma ( Alternate ) 
Shri Wilson D. Andrat 
Shri E. K. Jayanarayanan 
Shri R. M. Khandwala 

Dr R. B. Srivastava ( Alternate ) 
Shri R. Ramaswamy 

Dr K. Kumar ( Alternate ) 
Shri N. N. Shanbag 
Shri H. A. Vora 



National Organic Chemical Industries Ltd, Bombay 

Polychem Ltd, Bombay 

Mohan Meakin Breweries Ltd, Ghaziabad 

Somaiya Organics ( India ) Ltd, Barabanki 

Directorate General of Technical Development, 
New Delhi 

Herdillia Chemicals Ltd, Bombay 
Vijay Industries, Bombay 



IS : 9834 - 1981 

Indian Standard 
SPECIFICATION FOR f^-BUTYL ALCOHOL 

0. FOREWORD 

0.1 This Indian Standard was adopted by the Indian Standards Institution 
on 2 June 1981, after the draft finalized by the Alcohols and Allied Products 
Sectional Committee had been approved by the Petroleum, Goal and 
Related Products Division Council. 

0.2 wo-Butyl alcohol is a colourless, stable liquid possessing a characteristic 
odour and is similar in many of its properties to normal butyl alcohol. 
The evaporation rate of wo-butyl alcohol is slightly higher than that of 
normal butyl alcohol and it is used as such or in conjunction with normal 
butyl alcohol in the surface coating industry. 

0.3 For the purpose of deciding whether a particular requirement of this 
standard is complied with, the final value, observed or calculated, expressing 
the result of a test or analysis, shall be rounded off in accordance with 
IS : 2-1960*. The number of significant places retained in the rounded off 
value should be the same as that of the specified value in this standard. 



1. SCOPE 

1.1 This standard prescribes requirements and methods of sampling and 
test for iso-hutyl alcohol for industrial purposes. 

2. REQUIREMENTS 

2.1 Description — The material shall be clear, free from sediment and 
matter in suspension and shall consist essentially of ( CH3 )2 CH CH2OH. 

2.2 The material shall also comply with the requirements given in Table 1, 
when tested according to the method prescribed in Appendix A. Reference 
to the relevant clauses of Appendix A is given in col 4 of Table 1. 



* Rules for rounding off numerical values ( revised ) 
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TABLE 1 REQUIREMENT FOR iso-BUTYL ALCOHOL 

{Clause 2.2) 



Sl 
No. 



Characteristic 



(1) (2) 

i) Colour, Max 

ii) Relative density at 27°C/27°C 

iii) Distillation range, percent by 
volume, Mm 



iv) Residue on evaporation, per- 
cent by mass, Max 

v) Acidity ( other than carbon 
dioxide ) as acetic acid 
( CH3COOH ), percent by 

mass, Max 

vi) Water content, percent by 

mass, Max 



Requirement 
(3) 


Method of Test 
( Ref to Cl No. 
in Appendix A ) 
(4) 


20 Hazen 


A-2 or any other 
suitable instru- 
mental method 


0*797 to 0-801 


A-3 



95 percent shall distil 
within the range of 
105 to 110°C, the 
temperature being 
corrected* for a pres- 
sure of 760 mm Hg 

0*01 



0-02 



0-5 



A-4 
A-5 

A-6 

A-7 



*When the corrected barometric pressure deviates from 760 mmHg, apply further 
correction to the observed temperature by subtracting 0'036°C for every millimetre 
above 760 mm or by adding 0"036°C for every millimetre below 760 mm. This correction 
is valid only for pressure above 700 mmHg. 



3. PACKING AND MARKING 

3.1 Packing — - The material shall be supplied in sound and clean con- 
tainers as agreed to between the purchaser and the supplier. The containers 
shall be stored in a place protected from direct sunlight. 

3.2 Marking — The containers shall be marked with the following infor- 
mation : 

a) Name of the material; 

b) Net mass ; 

c) Name of the manufacturer and recognized trade-mark, if any; 

d) Batch number; and 

e) Date of manufacture. 
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3.2.1 Each container shall have the caution label 'FLAMMABLE' 
together with the corresponding symbol for labelling of dangerous goods 
[see Fig. 5 of IS : 1260 ( Part I ) - 1973* ]. 

Note 1 — Necessary safeguards against the risk arising rom storage and handling of 
large volumes of flammable liquids shall be provided and all due precautions shall be 
taken at all times to prevent accidents by fire or explosion. 

Note 2 — Except when they are opened for the purpose o i cleaning and rendering 
them free from vapour, all empty tanks or other containers shall be kept securely closed 
unless they have been cleaned and are free from vapour. 

3.2.2 The containers may also be marked with the ISI Certification 
Mark. 

Note — The use of the ISI Certification Mark is governed by the provisions of the 
Indian Standards Institution ( Certification Marks ) Act and the Rules and Regulations 
made thereunder. The ISI Mark on products covered by an Indian Standard conveys 
the assurance that they have been produced to comply with the requirements of that 
standard under a well-defined system of inspection, testing and quality control which 
is devised and supervised by ISI and operated by the producer. ISI marked products 
are also continuously checked by ISI for conformity to that standard as a further safe- 
guard. Details of conditions under which a licence for the use of the ISI Certification 
Mark may be granted to manufacturers or processors, may be obtained from the Indian 
Standards Institution. 

4. SAMPLING 

4.1 Representative samples of the material shall be drawn as prescribed 
in Appendix B of IS : 229 - 1972T- 

4.2 Criteria for Conformity — The lot shall be declared as conforming 
to the standard if the test results of the composite test sample satisfy the 
requirements prescribed under 2.2. Otherwise the lot shall be rejected. 



APPENDIX A 

(Clause 2.2, and Table 1) 

METHODS OF TEST FOR iw-BUTYL ALCOHOL 

A-l. QUALITY OF REAGENTS 

A-l.l Unless specified otherwise, pure chemicals and distilled water ( see 
IS : 1070-1977J ) shall be employed in tests. 



♦Pictorial markings for handling and labelling of goods : Part I Dangerous goods 
{first revision ) . 
t Specification for ethyl acetate ( second revision ). 
^Specification for water for general laboratory use { second revision ) . 
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Note — 'Pure chemicals' shall mean chemicals that do not contain impurities which 
affect the results of analysis. 

A-2. TEST FOR THE DETERMINATION OF COLOUR 

A-2.0 Outline of the Method — The colour of the material is compared 
with that of the colour standard and expressed in terms of Hazen colour 
units. The Hazen colour is defined as the colour of an aqueous solution 
containing 1 ppm of platinum in the form of chloroplatinic acid and 2 ppm 
of cobaltous chloride ( CoCfe . 6H 2 ) . 

A-2.1 Apparatus 

A-2.1.1 Nessler Cylinders — two, 100 ml capacity {see IS : 4161-1967* ). 

A-2. 1.2 One-Mark Graduated Flasks — 250 and 500 ml capacities ( see 
IS :915-1975f). 

A-2.2 Reagents 

A-2.2.1 Cobaltous Chloride Hexahydrate 

A-2.2.2 Hydrochloric Acid — relative density 1*18 {see IS : 265-1 976 J ). 

A-2.2.3 Chloroplatinic Acid — Dissolve 250 mg of platinum in a small 
quantity of aqua regia contained in a glass or porcelain basin by heating 
on a water-bath. When the metal has dissolved, evaporate the solution to 
dryness. Add 1 ml of the hydrochloric acid and again evaporate to dryness. 
Repeat this operation twice more. 

A-2.3 Preparation of Colour Standards — Dissolve 0*50g of the 
cobaltous chloride hexahydrate and entire quantity of the chloroplatinic 
acid ( see A-2.2.3 ) in 50 ml of the hydrochloric acid. Warm, if necessary, 
to obtain a clear solution, and after cooling, pour into the 500-ml graduated 
flask. Dilute with water to the mark. 

A-2.3.1 Pipette 15 ml of this solution ( see A-2.3 ) into a 250-ml gradu- 
ated flask. Dilute with water up to the graduation mark. This diluted 
solution is equivalent to 20 Hazen units and should always be freshly 
prepared. 

A-2.4 Procedure — Fill one of the Nessler cylinders to the mark with 
the material to be tested, and the other with the colour standard using a 
white background. Compare the colours. 



* Specification for Nessler cylinders. 

t Specification for one-mark volumetric flasks {first revision ). 

J Specification for hydrochloric acid ( second revision ). 
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A-3. DETERMINATION OF RELATIVE DENSITY 

A-3.0 Outline of the Method — In this method, mass of equal volumes 
of material and water are compared. 

A-3.1 Apparatus 

A-3. 1.1 Relative Density Bottle — 25 ml capacity. 

A-3.1.2 Water-Bath — maintained at 27*0 + 0-2°C. 

A-3.1.3 Thermometer — any convenient thermometer of a suitable range 
with 0- 1 ° or 0-2° subdivisions. 

A-3.2 Procedure — Glean and dry the relative density bottle, weigh and 
then fill with recently boiled and cooled water at 27 °C. Fill to overflowing 
by holding the relative density bottle on its side in such a manner as to 
prevent entrapment of air bubbles. Insert the stopper and immerse in the 
water-bath. Keep the entire bulk completely covered with water and hold 
at that temperature for 30 minutes. Carefully remove any water which has 
exuded from the capillary opening. Remove from the bath, wipe completely 
dry and weigh. Again clean and dry the relative density bottle. Using the 
material under test, proceed exactly as in the case of water and weigh 
the bottle with the material. 

A-3.3 Calculation 

Relative density at 27°C/27°C =^— ~ 

Li — B 

where 

A = mass in g of the relative density bottle with the material, 

B = mass in g of the relative density bottle, and 

C=mass in g of the relative density bottle with water. 

A-4. DETERMINATION OF DISTILLATION RANGE 

A-4.1 Apparatus 

A-4. 1.1 Distillation Flask — of shape and dimensions given in Fig. 1. 
Fix the flask in vertical position by means of a clamp at the extreme upper 
end of the neck. 
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All dimensions in millimetres. 

Fig. 1 Distillation Flask (Capacity 130 ±5 ml) 
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A-4.1.2 Thermometer * — conforming to the following requirements is 
recommended : 

Range 30° to 200 °G 

Graduation 0'2°C 

Immersion Total 

Overall length 390 mm 

Stem diameter 5- 5 to 8- mm 

Bulb shape Cylindrical 

Bulb length 9 to 14 mm 

Bulb diameter 4*5 to 5*5 mm 

Length of graduated portion 245 to 280 mm 

Distance from bottom of bulb to 75 to 90 mm 

bottom of main scale 
Longer lines at each 1 °G 

Figured at each 5°C 

Expansion chamber To allow heating to 250 °G 

Top finish & m g 

Scale error not to exceed + • 3 °C 

A-4.1.2.1 The thermometer shall bear a certificate from the National 
Physical Laboratory, New Delhi, or any other institution authorized by 
the Government of India to issue such a certificate. 

A-4.1.3 Draught Screen — The construction and dimensions of a draught 
screen shall be as shown in Fig. 2. A shelf of a heat-resisting hard asbestos 
compound, 6 mm in thickness with a central circular hole of 1 1 mm in 
diameter, the edge of which is levelled to fit the contours of the distillation 
flask, shall be supported horizontally in the screen and shall fit closely to 
the sides of the screen to ensure that hot gases from the source of heat do not 
come in contact with the sides or neck of the flask. The supports for this 
asbestos shelf may conveniently consist of triangular pieces of metal sheet 
firmly fixed to the screen at its four corners. In each of the longer sides 
of the screen, there shall be one large and two small holes at the base, and 
a vertical slot at the top. A removable shutter conforming to the dimensions 
given in Fig. 3 shall be provided for closing whichever vertical slot is not 
in use. In each of the shorter sides of the screen, there shall be two circular 
holes below the asbestos shelf, three circular holes at the base, and a central 
window of mica or heat-resisting glass, the bottom of which shall be levelled 
with the top of the asbestos shelf. In one of the shorter sides, there shall 
also be a door, overlapping an opening in the screen by approximately 
5 mm, all round. 

A-4.1.4 Liebig Condenser — with the bent end made of good quality 
resistant glass having a wall thickness of 1 to 1 • 5 mm and conforming to 
the shape and dimensions given in Fig. 4. Alternatively, the bent portion 
may be substituted by an adapter fitted externally in such a manner that 
the distillate does not come in contact with the cork. 



♦Thermometers with the Institute of Petroleum designation IP61C conform to these 
requirements. Any other thermometer of similar range and accuracy may also be used. 
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Fig. 2 Draught Screen 
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50 mm 



110 mm 



Fig. 3 Removable Shutter for Draught Screen 
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Fig. 4 Liebig Condenser 

A-4.2 Procedure — Assemble the apparatus as shown in Fig. 5. Measure 
100 ml of the sample into the distillation flask from a graduated measuring 
cylinder and add a few anti-bumping granules. Place the flask, thermo- 
meter and a suitable receiver in position and ensure that the condenser 
has a steady supply of water. Adjust the rate of heating so that the first 
drop of distillate falls from the end of the condenser in 7 to 12 minutes. 
Read the temperature at the instant the first drop falls from the end of the 
condenser and record as the observed initial boiling point. 

Further adjust the rate of heating so that the distillate is collected at the 
rate of 3 to 4 ml per minute. Read the temperature indicated at the instant 
the last drop of liquid evaporates from the lowest point in the distillation 
flask and record as the observed dry point. Disregard any liquid on the 
side of the flask. 
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Fig. 5 Assembly of Apparatus 
A-4.3 Corrections 

A-4.3,1 Error of Thermometer Scale — In all thermometer readings, make 
the corrections as indicated on the certificate of the instrument. 

A-4.3.2 Correction for Barometric Pressure — The necessary correction shall 
be applied as given in Table 1 . 

A-5. DETERMINATION OF RESIDUE ON EVAPORATION 

A-5.1 Procedure — From a graduated measuring cylinder ( see IS : 878- 
1975* ) introduce 100 ml of the sample into a 125-ml platinum, silica or 
borosilicate glass evaporating dish, which has previously been heated to 
constant mass to a temperature of 105° to 110°G and cooled in a desiccator. 
Evaporate the sample to dryness on a hot water-bath and place the dish 
in an oven at a temperature of 100 + 2°C. Cool the dish in a desiccator and 
weigh the residue to the nearest 0*1 mg. This mass is residue on evaporation 
in g/100 ml. 

A-6. DETERMINATION OF ACIDITY ( AS ACETIC ACDD ) 

A-6.0 Outline of the Method — The material is titrated with standard 
sodium hydroxide solution using phenolphthalein as indicator. 



♦Specification for graduated measuring cylinders (first revision ). 

12 



IS : 9834 - 1981 

A-6.1 Reagents 

A-6.1.1 Phenolphthalein Indicator — 0*5 percent (m/y). Dissolve 0*5 g 
of phenolphthalein in 100 ml of rectified spirit ( see IS : 323-1959* ) and 
make it faintly pink by the addition of dilute sodium hydroxide solution. 

A-6.1. 2 Standard Sodium Hydroxide Solution — 0*01 N. 

A-6.2 Procedure — Weigh accurately about 100 g of the material into a 
500-ml conical flask to the nearest 0*1 g. Pour about 100 ml of freshly 
boiled and cooled distilled water and add 2 to 3 drops of phenolphthalein 
indicator. Mix well and note the colour of the solution. A pink colouration 
indicates the presence of alkalinity. If the solution is colourless, titrate 
with standard sodium hydroxide solution until a pale pink colour persists 
for more than 15 seconds. 

A-6.2. 1 Take 100 ml of distilled water in another 500-ml conical flask 
and carry out blank test. 

A-6.3 Calculation 

Acidity ( as acetic acid ), _ {V\-Vi )xjVxQ-Q6 . „ 

percent by mass M 

where 

Vi= volume in ml of standard sodium hydroxide solution used in the 

test with the material, 
V2 = volume in ml of standard sodium hydroxide solution used in 

blank test, 
N = normality of standard sodium hydroxide solution, and 
M = mass in g of the material taken for the test. 

A-7. TEST FOR THE DETERMINATION OF WATER CONTENT 

A-7,0 General — The water content is determined by Karl Fischer method. 

r 
A-7.1 Procedure — Take about 10 g of the sample, weigh accurately and 
determine the water content by the procedure given in IS : 2362-1963J. 



♦Specification for rectified spirit ( revised ). 
■(■Determination of moisture by Karl Fischer method. 
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